
START

Sesame Seeds Storage - 1 (S-1)

Intake Z-Elevator E-1

(S-1) to Classifier Z-Elevator (E-2)

(S-1) to Classifier Hopper (H-1)

Classifier (C-1)

Over Size Sesame Seeds
Under Size

Dusting / Light Seeds / Husk

Sieve-1 Sieve-2 Sieve-3 OUT PUT-4

Dust / Light Impurity

(Aspiration Channel, Ductline, Cyclone, Airlock, Blower( (E.B.C.-1)

Bagging Vacuum De-Stoner Input Hopper (H-2)

Stick, Big Stone, Julte String, Big Glass Piece

Sesame Seeds

Vacuum De-Stoner Output Hopper (H-3)

Bagging

Stone Imitation Items Solid Soil Havy Impurity Dust Hair Husk

All Impurity

Blower Cyclone (B.C-1)

Gravity to Sesame Seeds Storage Z-Elevatro (E-3)

Sesame Seeds Storage - 2 (S-2)

Gravity Separator (G.R.V-1)

Gravity Recycle C-ElevatorGravity Rejection

Baging

FINISH SESAME SEEDS

(S-2) To Skin Remover Pan Intake Hopper Z-Elevator (E-4)

E-4 Z-Elevator Output Hopper (H-4)

(E-4) To Skin Remover Pan Intek Hopper (H-5)

Skin Remover Pan - 1 (S.R-1)

Skin Remover Pan - 2 (S.R-2)

Will Remove Skin By Chemical Process

Will Wash Sesame Seeds By Water

Hulling Process (Washing Process)

Virbrator Round Skin Sizer (V.R-1)

Will Separate Water As Well As Skin From The Sesame Seeds

Will Dry Sesame Seeds

Wood Fired Or Disel Fire Boiler Hot Air Generator

Conveyor Bel - 1(C.B-1)

Dryer Machine (D.R-1)

Dryer & Cooling Machine 
To Storage - (S-3) Z-Elevator

Sesame Seeds Storage - 3 (S-3)

Sesame Seeds Storage to Classifier Z-Elevator (E-5)

Classifier Input Hopper (H-6)

Classifier (C-2)

Will Reduce Moisture of Sesame Seeds From 50% to 4.5%

Over Size

De-Stoner Input Hopper (H-7)

De-Stoner (V.D-2)

Dust

All Light 

Husk

All Impurity of in Penut

Accept Product Split Sesame Seeds Broken Sesame Seeds Classifier Expression Channel (E.B.C-2)

De-Stoner Output & Gravity Input Hopper (H-8)

Gravity Separator (G.R.V-2)

Gravity Recycle C-Elevator (E-6) Finish Sesame SeedsGravity Rejection

Baging

Blower Cyclone

Gravity to Sortex - Z-Elevator (E-7)

Sortex Input Hopper (H-9)

Sortex Machine 6 Outlet (S.M.-1)

Sortex Machine Output Hopper (H-10)

Sortex Output Hopper to Grader Input Hopper Z-Elevator (E-9)

Grader Input Hopper - (H-11)

Grader Machine (G.R-1)

Grader Output Storage (S-4)

S-4 To Metal Detector Input Z-Elevator (E-11)

Metal Detector (M.D-1)

Packing Machine Input Hopper (S-5)

Packaging Machine

FINISH

Sortex Machine Recycle C-Elevator (E-8)

Finish Rejection

Recycle
Except

Rejection Rejection Rejection Rejection RejectionRecycle
Reject

Except Except Except Except Except

All Metal Type Rejection

Vacuum De-Stoner (V.D-1)



SPACE   FOR THE

Wood Fired   OR Disel fire

Boilers Hot   air Generator

E-1

E-2 H-1 E-3

S-2

E-4

H-4

H-5

C-1 E.B.C-1

S-1

V.D-1

B.C-1

G.R.V-1

H-2

H-3

S.R-1

S.R-2 C.B-1 D.R-1

V.R-1

E-11 S-3 E-5 H-6

C-2

H-9

E-7 E-8 E-9

S-4

E-6

H-7

H-8

V.D-2

G.R.V-2

H-10

E.B.C-1

H-11

E-10

H-12

M.D-1

P.M-1

S-5

G.R-1

Hulling Process

Natural Cleaning Process Hulling / Washing Process Dryer Unit Post Processing Cleaning Unit
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